4306R Series Rectangular
2.2 X (.3mm Through-Hole LEDs

Rectangular LEDs without flange offered in green or red

diffused package colors.

Key Features

* Rectangular 2.2 x 7.3 x 7.7mm Through-Hole LEDs

* High Efficiency red GaAsP on GaP.

+ Green GaP LED chip in a green epoxy package (high performance).

+ Ideal for flush mounted panel indicators or for backlighting legends.

Electro-Optical Characteristics and Ratings

Part Number 4306R1 4306R5-A
Output Color Red Green
Diffusion Diffused Diffused
Package Color Red Green
Test Current (mA) 20 25
Forward Voltage Typ. (V) 1.9 2.2
Forward Voltage Max. (V) 2.6 3.0
Luminous Intensity Min. (mcd) 2.1 1.6
Luminous Intensity Typ. (mcd) - -
Capacitance @ V=0 (pF) 16 18
Peak Wavelength (nm) 635 565
Viewing Angle 20 1/2 (degrees) 100 100
Power Dissipation (mW) 135 135
Average Forward Current Max. (mA) 25 25
Reverse Breakdown Voltage Min. (V) 5 5
Peak Forward Current Max. (1ms-300pps) (A) .09 .09
Operating Temperature ('C) -40 to +100 -20 to +100
Storage Temperature ('C) -40to +100 -40to +100
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Product Dimensions

All dimensions are in mm [inch]
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