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L.EEC:RAFT
®

Snapfit LED Indicator Lights 
for 1/4" Dia. Mounting Hole 
L59 SERIES 
LED Indicator Light 

2 to 24 Volts DC 

Clear LED or 

Diffused LED 

1/4" Mounting Hole 

Part Number 
6" Wire Leads 

L59C-G2-W 

L59C-G6-W 

L59C-G12-W 

L59C-G24-W 

L59C-R2-W 

L59C-R6-W 

L59C-R12-W 

L59C-R24-W 

L59C-Y2-W 

L59C-Y6-W 

L59C-Y12-W 

L59C-Y24-W 

L59D-G2-W 

L59D-G6-W 

L59D-G12-W 

L59D-G24-W 

L59D-R2-W 

L59D-R6-W 

L59D-R12-W 

L59D-R24-W 

L59D-Y2-W 

L59D-Y6-W 

L59D-Y12-W 

L59D-Y24-W 

Part Number 
Straight Terminals 

L59C-G2-T 

L59C-G6-T 

L59C-G12-T 

- -

L59C-R2-T 

L59C-R6-T 

L59C-R12-T 

- -

L59C-Y2-T 

L59C-Y6-T 

L59C-T12-T 

- -

L59D-G2-T 

L59D-G6-T 

L59D-G12-T 

- -

L59D-R2-T 

L59D-R6-T 

L59D-R12-T 

- -

L59D-Y2-T 

L59D-Y6-T 

L59D-Y12-T 

- -

Lens Style Lens Color 

Clear Green 

Clear Green 

Clear Green 

Clear Green 

Clear Red 

Clear Red 

Clear Red 

Clear Red 

Clear Yellow 

Clear Yellow 

Clear Yellow 

Clear Yellow 

Diffused Green 

Diffused Green 

Diffused Green 

Diffused Green 

Diffused Red 

Diffused Red 

Diffused Red 

Diffused Red 

Diffused Yellow 

Diffused Yellow 

Diffused Yellow 

Diffused Yellow 

Design 
Volts DC 

2 

6 

12 

24 

2 

6 

12 

24 

2 

6 

12 

24 

2 

6 

12 

24 

2 

6 

12 

24 

2 

6 

12 

24 

A VCC PRODUCT LINE 

6" Wire Leads or 

Straight Terminals 

Black Nylon Housing 

With Integral Bezel 

Various LED Colors 

SnapFit Mounting 

Typical Intensity Typical 
(med) Viewing Angle 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

50 30
° 

15 60
° 

15 60
° 

15 60
° 

15 60
° 

10 60
° 

10 60
° 

10 60
° 

10 60
° 

20 60
° 

20 60
° 

20 60
° 

20 60
° 

Polarity Determination - Wire Leads: Red wire lead denotes anode(+); black wire lead denotes cathode(-). 

Bare terminals: longer terminal lead identifies the anode(+). 
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