SNAP- IN PANEL LIGHTS e
Engineered LED Solutions
P205 (.156” MOUNTING HOLE) i
Design
LED Voltage P ¢
Color urren
- 27 Red 2vDC N/A
(183) (69) 2.155@8.94)~ |~ Amber 5VDC 15-22mA
.14(3.6)max ~ |+ +‘ .050(1.27) Green 12VDC 15-20mA
= o _glees) Blue 15VDC 15-20mA
0190(4.83) ¢ =m—;:j——+— Q Cool White 24VDC 15-17mA
2.115 ' ('i) de Marki / Red/Green Bi-Color 28VDC 15-16.5mA
(292) node viarking

Wires optional

P44 (.250” MOUNTING HOLE)

P44/PR44
External Resistor Required Lens Color
Red
.60
035 .\ 415 (15.2) Amber
(.89) (10.54) min Green
2.250
+‘ 050(1.27) | (6:35) [~ Blue
§-125(3.18)

T L I At Clear
7 (- x —

—==
.016(.41)sq /

Anode Marking

Wires optional

PR44 (.250” MOUNTING HOLE)

.035 .60
- .67(17.0 | |
(-89) ( ) (15.2)
min @.250
"‘ =.050(1.27) -~ (6.35) [~

125(3.18)
o
(7.24) pte

L 4

.016(.41)sq
Anode Marking

Wires optional

All dimensions are in inches (mm)

Tolerances: .xx"(.x) +.025:"(.63)/ .xxx"(.xx)+.010"(.25)
Specifications are subject to change without notice.
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Engineered LED Solutions

P405 (.250” MOUNTING HOLE)

External Resistor Required

.625 .30
~—(15.87—|=(7.6)
max min
e .05(1.3)

‘«.21 (5.3)

)
J———"L—oﬂ o1 !

Wires optional

PR405 (.250” MOUNTING HOLE)

.30
~—.88(22.35)max —|=(7.6)
min

i

‘«.21 (5.3) ~| |~ .05(1

B .125(3.18)
2285 ©.200 -
I m—
4 = | t.020(5.1)

125 3.18)nom

Anode Marking

3)

SNAP- IN PANEL LIGHTS

LED Voltage | Design
Color Current
Red 2VDC N/A
Amber 5VDC 15-22mA
e Green 6VDC 15-21mA
- - Blue 12VDC 15-20mA
Cool White 15VDC 15-20mA
Warm White 24\VDC 15-17mA
Red/Green Bi-Color 28VDC 15-16.5mA
48VDC 9.5-15mA
60VDC 7-9mA
120VAC 3.5mA
—

0.250
(6.35)

nom

Wires optional Anode Marking

P81 (.500” MOUNTING HOLE)

2.50(126) [+ I IR Yo
J b CATHODE

BLACK—/

BEZEL

ANODE

° MARKING

Wires optional —

|——~|

35(8.9)

P84 (.500” MOUNTING HOLE)

61(15.4)

2.50(12.6) |<—>|

BLACK

BEZEL

ANODE
Wires optional — o MARKING

1.41(35.7)

3(3 3)

1.24(31.4)
2.50(12.7) max.

| 35(8.9)

www.ddpleds.com |

P81/P84
Lens Color

Red
Amber
Green
Blue

Clear
"

@.50(12.7) max.

CATHODE

All dimensions are in inches (mm)

Tolerances: .xx"(.x) +.025:"(.63)/ .xxx"(.xx)+.010"(.25)
Specifications are subject to change without notice.
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